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(57) Abstract: The invention relates to a fuel injection device (10) for an inter- 
nal combustion engine, comprising two valve elements (16, 18), each of which is 
provided with a hydraulic control surface (32, 34) that is effective in the closing 
direction. A hydraulic control chamber (38) is assigned thereto. Additionally, a 
control valve (72) is provided that influences the pressure in the control chamber 
(38) while impingement units (20, 22) are provided which can act in the opening 
direction of the valve elements (16, 18). The hydraulic opening pressures of the 
valve elements (16, 18), which occur in the control chamber (38), are different. 
According to the invention, at least three different pressure levels can be adjusted 
in the control chamber (38) by means of the control valve (72), all valve elements 
(16, 18) being closed at a relatively high pressure level, one valve element (18) 
being open at an intermediate pressure level, and all valve elements (16, 18) be- 
ing open at a relatively low pressure level. 

(57) Zusammenfassung: Die Erfindung betrifft eine Kraftstoff-Einspritz- 
vorrichtung (10) fur eine Brennkraftmaschine, welche zwei Ventilelemente 
(16, 18) umfasst, die jeweils eine in Schliessrichtung wirkende hydraulische 
Steuerflache (32, 34) aufweisen. Diesen ist ein hydraulischer Steuerraum (38) 
zugeordnet ist. Ferner ist ein Steuerventil (72) vorhanden, welches den Druck 
in dem Steuerraum (38) beeinflusst, sowie Beaufschlagungseinrichtungen (20, 
22), welche in Offnungsrichtung der Ventilelemente (16, 18) wirken konnen. 
Die im Steuerraum (38) herrschenden hydraulischen Offnungsdrucke der 
Ventilelemente (16, 18) sind unterschiedlich. Es wird vorgeschlagen, dass durch 
das Steuerventil (72) im Steuerraum (38) mindestens drei unterschiedliche 
Druckniveaus eingestellt werden konnen, wobei bei einem vergleichsweise 
hohen Druckniveau alle Ventilelemente (16, 18) geschlossen, bei einem 
mittleren Druckniveau ein Ventilelement (18) ge5ffnet, und bei einem 
vergleichsweise niedrigen Druckniveau alle Ventilelemente (16, 18) ge6ffnet 
sind. 
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